
compliant
RoHS

SCHEMATIC

-55°C TO +125°C

CURRENT

TEMP. RANGE

CAPACITANCE

10 AMPS MAX. 

100 pF  +100 \ -0%

DC RESISTANCE .01 Ohms MAX.

MARKING:

BAG:

NOTES:
1. THIS IS A LEAD FREE PRODUCT.
2. MAX. REFLOW IS 245°C FOR 5 SECONDS.
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FEED THRU FILTER

THIRD ANGLE
PROJECTION

UNLESS OTHERWISE
SPECIFIED

DIMENSIONS ARE IN
INCHES

[ MILLIMETERS ]

WORKING
VOLTAGE

SCIF-9925-101
DATE CODE
LOT NO.
QTY / BAG  (200 MAX.)

125°C  200 VDC MAX.

PART:   NONE

CASING FINISH GOLD

LEAD FINISH GOLD

TOLERANCES UNLESS
OTHERWISE SPECIFIED

Ø.156±.005

[Ø3.97±.13]

Ø.143
[Ø3.64]

.017

.013 [.43
.33]

Ø.128
[Ø3.26]

.010±.002

[.25±.05]

.020
[.509]

.110
[2.80]

.250
[6.36]

.625 [15.88]
MAX.

Ø.030
[Ø.762]

.025 [.636] MAX.
MENISCUS

.030 [.763] MAX.
EPOXY MENISCUS

HERMETICALLY (GLASS)
SEALED END

STRAIGHT KNURL
.139/.145 [3.53/3.68]
DEEP

PACKING:


